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TOOLS: 




PARTS: 


1/2" Socket (1) 




Antec P280 Chassis (1) 


3/4" Wrench (1) 




True-Cal. True-Cal II or Elevation Chart 


3/8" SAE Flat Washer (PosiLinks) (1) 


in 


3/8" Drive Extension 3" 


m 





SUMMARY 

Dozuki offers the ability to create and deploy media rich, step by step documentation. Take 
a look at this great example guide. Work instructions have never looked so good. 
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Advanced Seat Assembly 



Step 1 — Advanced Seat Assembly 




• Move the fitment rack from the dry fit area and into the bonding work area. 

• Remove each of the table's support pieces and set them aside. The large supports should 
be placed on the bottom rack of the cart. 

Step 2 




• Remove only the pieces of tape that hold the pieces of the assembly together. 

• As each piece is freed, remove it from the assembly and set it aside. 
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Advanced Seat Assembly 
Step 3 




• Once all of the pieces of the seat 
console have been taken off the 
table, clean the surface with 
acetone. 



Step 4 




• Place a strip of masking tape underneath each bonding surface to catch the adhesive. 

• Apply adhesive to each mating surface on the parts to be bonded. 

• Join the two pieces together, ensuring that the mating surfaces are completely meshing. 

• Use a putty knife to scrape off any excess adhesive that comes out of the joints. 
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Step 5 




• If there is any tape covering the mating surface of a part, score the tape with a razor and 
remove the tape that is covering the mating surface. 

• All joints at the edge of a part or assembly must have any excess adhesive scraped off 
and must be covered with masking tape. 



Step 6 




• Prepare the base of the seat 
console assembly for bonding by 
placing masking tape on the bottom 
of the base along each edge where 
parts will be joined. 
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Advanced Seat Assembly 
Step 7 




Begin bonding the smaller subassemblies and covering each of the joints with masking 
tape. 



Step 8 




Turn the base of the seat console over and apply adhesive to each of the mating surfaces. 
Use a putty knife to smooth the adhesive out on the base's mating surfaces. 
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Advanced Seat Assembly 



Step 9 




• Place the top subassembly onto the seat console base, ensuring that all of the mating 
surfaces mesh. 

• Clean up any excess adhesive with a putty knife and cover the joints with masking tape. 



Step 10 




♦ Install the second half of the top of the seat console assembly. 

• Remove the excess adhesive with a putty knife and cover the joint on the underside with 
masking tape. 
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Advanced Seat Assembly 



Step 11 




• Use a putty knife to score the masking tape covering the mating surface underneath the 
top piece of the seat console assembly. 

Step 12 




• Begin installing the supports at the front and back of the seat console assembly. 
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Advanced Seat Assembly 
Step 13 




Install the final piece of the seat console assembly and its frame support. 



Step 14 




Place the two clamping plates on the joint along the top of the console assembly and 
secure them with two locking C clamp pliers. 
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Advanced Seat Assembly 



Step 15 




Continue installing the frame supports that secure the top of the seat console. 



Step 16 




• Apply a small amount of adhesives to the joints along the front of the bottom of the 
assembly. 

• Clean all visible joints of excess adhesive and cover them with masking tape. 
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Step 17 




Fill the edges of the large opening in the seat console with adhesive and cover it with 
masking tape. 



Step 18 




Place a pair of clamps on the frame support holding the center of the seat console 

assembly. 

Clean up any excess adhesive on the joints with a small wooden stick. 
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Step 19 




• Mark the seat console assembly with the appropriate batch number. 

• Place the entire cart into the oven to allow the adhesive to cure. 
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